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Series 4800 U/L ‘’Rabbit Ear’’

Series 4800 U ‘’Alert Rabbit’’

Features

Application: The series 4800 U/L ''Rabbit Ear Pumps'' are double suction split case type and are most commonly
applied for heating and air conditioning systems or other industrial applications.

Capacity: Flows up to 12 000 USGPM
Head: up to 750 ft.
Maximum Working Temperature: up to 220oF
Maximum Working Pressure: up to 231PSI

Construction 

Bearing Bracket: Shaft is a high grade alloy steel for highest yield and tensile strenght, precision turned, grounded
and polished. The ball bearing assembly employs precision over-size bearings front and back to handle thrust
and radial loads. These bearings are factory greased for longer lasting trouble-free operation. The bearing
assembly can be removed for maintenance without disturbing the piping.

Casing: The casing is of double-volute design, accomplishing two functions: First: radial impeller loads are
reduced, for smaller bearing loads, and less power loss. Second: higher pump efficiencies are obtained over a
greater range of flow.

Coupling: Rugged in construction, longer bearing, motor and pump life as well as smooth, quiet operation of both
motor and pump are assured. Simple in design and easily installed, the couplings are unaffected by abrasives,
dirt or moisture. There is no need for lubrication or maintenance. The non-metallic sleeve acts as a barrier insulating
the motor from the pump, a coupling guard is supplied as standard equipment.
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