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FEATURES

The FLO FAB Automatic Air Vent series AA is designed for con-
tinvous air venting in hot and chilled water systems. When used
to protect coils, it is best located on the supply side of the coil to
prevent air from entering the coil and requiring a service call to
vent the air. The unit is best located where pipe velocities are
reduced. An ideal location is directly in the body of a " Y"
Strainer. The strainer screen breaks and collects bubbles which
are vented by the automatic air vent.

SPECIFICATION

Float Material: Polypropylene
Cap Material: Nylon
Body Material: Brass

NorTtEs

1) For continuous air venting, cap should
remain open one full furn.

2) The "Y" Strainer should always be
equipped with a blow-down valve.

Application: Devices and Unit Heaters «—D—
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3) Dimensions not to be used for construction

s = | t——— C——
unless prints certified by factory.
NoMINAL DIMENSIONS
Models Size A B C D E Weight
AA ‘|2 1/s" 215/16" 25/8" ]5/8" 13/16" 5/16" 04 |b$
0 3 mm 75 mm 67 mm 41 mm 21 mm 7.9 mm | 0.18 kg
AA002 1/4" 31/8" 25/8" ]5/8" 13/16" 1/s" 043 |b$
0025 8 mm 79 mm 467 mm 41 mm 21 mm 3.1 mm | 0.20 kg

Dimensions are subject to change without notice.

FLO FAB INC. L/
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Air Vent Series AA

Figure 1 Shows the installation of the AA for the venting of air while the fluid is circulating in the system. The figure shows
the required increase in pipe size in order to obtain proper separation of air from water. FLO FAB's series AS Air Scoop
which is designed for efficient separation of air from water in hydronic heating systems can also be installed.

When the AA is installed as shown in Figure 2, the air will not be vented while the fluid is circulating in the system, but it
can vent when the system is shut off.

The AA should be mounted vertically as its operation is based on the vertical movement of the float. See Figure 3

Note: In order to get best results in venting air from risers, use connecting pipes of at least '/2" diameter between the float
vent valves and the installation.

MAINTENANCE

No maintenance is normally required. However, if the AA is disassembled for inspection or cleaning, it is important that
when re-assembling to ensure that the spring loaded lever properly engages under the float collar.

OPERATION
Alfter installing the AA, back off the small vent cap two turns, as shown on Figure 4. This is the proper operating setting

which allow air to be vented from the system. It is advisable not to take off the cap to prevent impurities from entering the
valve.

; Pipe ID = Inside Dimensions
FIGURE 1 * = 2.5 x Pipe ID FIGURE 2
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FIGURE 3
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