
Installation, 
Operation & 
Maintenance 
Manual
End Suction Centrifugal 
Pumps
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IMPORTANT! – Read all instructions in this manual 
before operating or servicing a pump.
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Before installation, read the followinginstructions carefully. Failure to
follow instruction and safetyinformation could cause seriousbodily 
injury, death and/or propertydamage. Each Flo Fab product is
carefully inspected to insure properperformance. Closely following 
theseinstructions will eliminate potentialoperating problems, 
assuring yearsof trouble-free service.


IMPORTANT! – Flo Fab Pumps is notresponsible for 
losses, injury ordeath resulting from failure toobserve 
these safety precautions,misuse, abuse or misapplication 
ofpumps or equipment.

IMPORTANT! – Prior to installation,record Model 
Number, Serial, Amps, Voltage, Phase and HP from pump
name plate for the future reference.Also record the 
Voltage and CurrentReadings at Startup:

ALL RETURNED PRODUCTS MUST BECLEANED, 
SANITIZED, ORDECONTAMINATED PRIOR TO
SHIPMENT, TO INSURE EMPLOYEESWILL NOT BE 
EXPOSED TO HEALTHHAZARDS IN HANDLING SAID 
MATERIAL. ALL APPLICABLE LAWSAND 
REGULATIONS SHALL APPLY.

Pumps build up heatand pressure duringoperation. 
Allow timefor pumps to coolbefore handling or 
servicing thepump or any accessory itemsassociated 
with or near the pump. Donot block or restrict the 
dischargepipe/hose.

DANGER

Carefully readinstruction manuals supplied 
withmotor or engine before operating orservicing.

WARNING

This pump is notintended for use inswimming pools or 
waterinstallations where there ishuman contact with 
pumped �fluid.

DANGER

Failure to permanentlyground the pump, motor and
controls before connectingto power can cause shock,
burns or death.

DANGER

DO NOT lift, carry or hang pump by the electrical
cables. Damage to theelectrical cables can causeshock, 
burns or death. Never handleconnected power cords 
with wet hands. Use appropriate lifting device.

DANGER

Risk of electric shock. To reduce risk of electric shock,
always disconnect pumpfrom power source before
handling any aspect of the pumpingsystem. Lock 
out power and tag.

DANGER

“Danger” indicates animminently hazardous situation which, 
if not avoided, WILL result indeath or serious injury.

“Warning” indicatesan imminenty hazardous situationwhich, 
if not avoided, MAY result indeath or serious injury.

“Caution” indicates apotentially hazardous situationwhich, 
if not avoided, MAY result inminor or moderate injury.

DANGER

WARNING

CAUTION

DO NOT breathe exhaustfumes when working 
in the area of theengine. (Exhaust gases are odorlessand deadly 
poison.)

WARNING

Installation andservicing is to be conducted by
quali�fied personnel only.

WARNING

Keep clear of suction anddischarge openings. Do not
insert fi�ngers in pump withpower connected; the 
impeller cancause serious injury.

Always wear eye protectionwhen working on pumps. 
Donot wear loose clothing thatmay become 
entangled in movingparts.

General Safety Information

WARNING

Installation, wiring, andjunction connections must be in 
accordance with the National ElectricCode and all applicable 
state and localcodes. Requirements may varydepending on 
usage and location.

DO NOT pump hazardous materials 
(fl�ammable, caustic, etc.) or use these pumpsin water over 200 °F. 
DO NOTexceed manufacturers recommended maximum 
performance, as this could cause the motor to overheat.

WARNING

Never add fuel to the tank while the engine isrunning. 
Stop engine andallow to cool.DO NOT smoke while 
refueling theengine. DO NOT refuel near openfl�ame.

WARNING

If engine driven, neveroperate in an enclosedbuilding 
or area where exhaust gases canaccumulate, or near a 
building where gases can seep inside; always take
provisions for adequate ventilation.

WARNING

1 PHASE MODELS

AMPS: VOLTS:

3 PHASE MODELS

AMPS L1-2: VOLTS L1-2:

AMPS L2-3: VOLTS L2-3:

AMPS L3-1: VOLTS L3-1:

MODEL  NUMBER:

SERIAL:

PHASE: HP:
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specifications & dimensions

suction 1" - 5" NPT or flange horizontal.

Discharge 2" - 6" NPT or flange vertical.

liquid temperature 225 °F (107 °C) max.

volute Cast iron ASTM A-48 class 30.

INTERMEDIATE COUPLING Cast iron ASTM A-48 class 30.

IMPELLER
Cast iron ASTM A-48 class 30 or stainless steel 304. Investment casting, 
dynamicallybalanced.

SEAL
Mechanical, type 21. Ceramic stationary part, carbon ring seal and 
exclusion in therotating part. Viton elastomer and stainless steel spring.

SHAFT SLEEVE Stainless steel.

O-RINGS Viton.

MOTOR
High quality premium efficiency TEFC or ODP electric motors, 1 & 3 
phases, 60 Hz,NEMA Premium, with rated output from 1/3 up to 75 HP, 
1750 & 3500 RPM andframe sizes from 143 JM to 365 JM.

HARDWARE Carbon steel.

PAINT Air dry enamel, water based.
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A strainer or sieve should be installedin the suction to 
prevent the entry ofobjects. The strainer must have a free
entry area at least three times thepipe diameter. Usually a 
suction valveis combined with a strainer Figure 1.

Upon receiving the pump, it should be inspected for 
damage orshortages. If damage has occurred,�le a claim 
immediately with thecompany that delivered the pump. 
Ifthe manual is removed from thepackaging, do not lose 
or misplace.

→Receiving inspec tion

Use pipe or hose reinforcedsufficiently robust to prevent
collapsing by the difference inatmospheric pressure. 
Check for leaksat all joints. 


A successful operation depends onthe calculation of the 
friction loss inthe suction, considering acceptablelimits. 
The minimum suction pipe sizeto use can be determined 
bycomparing the NPSH available at thepump suction 
against the NPSHrequired by the impeller, as shown inthe 
performance curves.


Usually, we recommend using a pipe diameter of 1/2" to 
1" greater as thatof the suction volute or body.

→Suc tion

**See Friction Table in pipes and fttings to determine the 
dimensions ofthe suction and discharge.

The pump should be as close aspossible to the liquid to 
be pumped,with a minimum number ofcouplings, 
adapters, elbows, etc.,in order to reduce friction on the
suction side.

→Install ation

To find the nearest Flo Fab Pumps authorized service 
shop, pleasedirectly contact your distributor orthe 
factory.

→Service  Stations

The suction and discharge pipingmust be perfectly 
aligned in thepump volute and supportedindependently 
using support oranchors, this to prevent any loadon the 
volute.


The anchors of the motor are to beanchor, on a raised 
base,approximately 4", this to preventaccumulated water 
from entering themotor.

Any product that is stored for aperiod longer than six (6) 
months from the date of purchase should bebench tested 
prior to installation. Abench test consists of, checking the
impeller to assure it is free turningand a run test to assure 
the motor(and switch if provided) operate properly.

At any time exceeding six (6) months,but no more than 
twenty four (24),the equipment must be stored in a
controlled area, keeping it away fromcontact with rain, 
dust, etc., and thetemperature is maintained between
43-104 °F. If there is a possibility ofhigh humidity 
(coastlines, etc.), theentire unit must be sprayed with
antioxidant liquid.

→storage

Proper installationFigure 1

recommendations, warnings & installationRecommendations, warnings & installation
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Liters 
per 

minute 1″ 1¼″ 1½″ 2″ 2½″ 3″ 4″ 5″ 6″ 8″ 10″
gallons 

per 
minute

30 4.54 8
37 6.86 1.77 10
45 9.62 2.48 12
57 16.2 4 1.53 15
68 20.6 5.22 2.42 18
76 25.1 6.34 2.94 20
95 38.7 9.6 4.48 1.2 0.54 25
113 54.6 13.6 6.26 1.82 0.75 30
151 95 23.5 10.79 3.1 1.28 40
170 119 29.4 13.45 3.85 1.6 45
189 146 36 16.4 4.67 1.94 0.66 50
208 43.2 19.7 5.51 2.33 0.79 55
227 51 23.2 6.59 2.72 0.92 60
246 59.6 27.1 7.7 3.17 1.07 65
265 68.8 31.3 8.86 3.63 1.22 70
284 78.7 35.8 10.15 4.14 1.39 75
303 89.2 40.5 11.4 4.66 1.57 80
322 100 45.6 12.6 5.27 1.77 85
360 125 56.5 15.8 6.49 2.18 0.57 95
378 138 62.2 17.4 7.11 2.39 0.62 100
416 75.25 21.05 8.55 2.88 0.75 110
454 88.3 24.7 10 3.37 0.88 120
530 119 33.2 13.5 4.51 1.17 0.38 140
568 137.5 38.1 15.45 5.16 1.33 0.43 150
605 156 43 17.4 5.81 1.49 0.48 160
643 48.55 19.65 6.54 1.67 0.54 170
681 54.1 21.9 7.28 1.86 0.6 180
757 66.3 26.7 8.9 2.27 0.73 0.3 200
833 80 32.2 10.07 2.72 0.87 0.35 220
908 95 38.1 12.6 3.21 1.03 0.41 240
984 111 44.5 14.7 3.74 1.2 0.48 260

1060 128 51.3 16.9 4.3 1.38 0.56 280
1135 146 58.5 19.2 4.89 1.58 0.63 300
1324 79.2 26.1 6.55 2.11 0.85 350
1514 103 33.9 8.47 2.72 1.09 0.27 400
1892 52.5 13 4.16 1.66 0.42 500
2082 63.2 15.7 4.94 2 0.5 550
2271 74.8 18.6 5.88 2.34 0.59 0.19 600
2649 101 25 7.93 3.13 0.79 0.25 700
2838 28.7 9.07 3.59 0.91 0.29 750
3028 32.4 10.22 4.04 1.02 0.32 800
3217 36.6 11.56 4.5 1.13 0.36 850
3406 40.8 12.9 5.05 1.27 0.41 900
3595 45.5 14.35 5.61 1.42 0.45 950
3785 50.2 15.8 6.17 1.56 0.5 1000
4163 19.15 7.41 1.87 0.6 1100
4542 22.5 8.76 2.2 0.7 1200
4920 26.45 10.2 2.56 0.81 1300

NOTE: The values in this table refer to frictions and clean water pipes and hoses smoothwalls. As used pipe and/or hose rough walls increase 
the values about 50% to 100%.

PIPING DIAMETER

Installation

Head Loss ft x 100 ft of piping.Table 1
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Equivalent length in ft of straight pipe and valve connections for calculating friction.Table 1

installation

PART DESCRIPTION 1″ 1¼″ 1½″ 2″ 2½″ 3″ 4″ 5″ 6″

STANDARD 90 
ELBOW 0.84 1.07 1.22 1.68 1.98 2.44 3.35 4.12 4.88

MEDIUM 
RADIUS ELBOW 
90

0.69 0.92 1.07 1.37 1.68 2.14 2.75 3.51 4.27

LONG RADIUS 
ELBOW 90 0.54 0.69 0.84 1.07 1.37 1.6 2.14 2.75 3.36

STANDARD 45 
ELBOW 0.38 0.54 0.61 0.77 0.92 1.15 1.53 1.83 2.29

STANDARD TEE 1.68 2.29 2.75 3.36 4.28 5.19 6.71 8.23 10.1

ANGLE GLOBE 
VALVE (OPEN) 3.97 5.49 6.71 8.23 10.7 12.2 16.8 21.3 25.9

GLOBE VALVE 
(OPEN) 7.93 10.7 13 16.8 21.3 24.4 35.1 42.7 48.8

GATE VALVE 
(OPEN) 0.19 0.25 0.29 0.38 0.43 0.54 0.69 0.84 1.07

CONCENTRIC 1.21 1.52 1.82 2.74 3.35 4.26 6.09 7.92 10.1

EXCENTRIC 0.3 0.3 0.3 0.61 0.61 0.9 1.21 1.21 2.13

FOOT VALVE 0.91 1.21 1.52 2.13 2.74 3.35 4.87 6.4 7.92

DIAMETER

Installation
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Wrong installationFigure 2

Positive suctionFigure 4
→Positive/Drowned 
Suc tion

A gatevalve is installed in the 
suction pipeto service the pump 
(Figure 4). Voluteor body have plugs, 
and these mustbe removed to allow 
trapped air toescape.

InclinationFigure 3
→suc tion height

Suction pipe shouldhave a slope of 
0.39" per 3.3 ft ofsuction. Never 
exceed 16.4 ft suction,considering 
friction. (Figure 3)

Positive suctionFigure 5

A retention valve in the suction pipe 
is not recommended. If required,
better install the valve in the
discharge pipe.

→Discharge pipe

Use pipe or hose reinforcedsufficiently 
robust to preventdestruction due to 
high pressure.


Due to the cost of energy or BHP
necessary to overcome the friction
generated by using a smallerdiameter 
pipe, a larger diameterdischarge pipe 
is commonly usedthan the required by 
the volute orbody.

Installation
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Discharge piping.Figure 6

In order to determine theoptimal size of the 
piping, comparethe total cost of the 
equipment'soperation (cost of the pump,
control quipment, piping andenergy 
consumption). Byincreasing the discharge 
diameterreasonably, it reduces the required
BHP due to the low friction.Perform different 
tests usingseveral piping diameters until you
find the more convenient.


The pipe, valves, etc. shouldbe perfectly align 
with the volutes suction and discharge
centerlines, this to avoid any loadson the 
pumps volute. If needed,install new expansive 
joints toprotect the pump from excessive
thermal or pressure forces.

Compare the voltage and phaseinformation stamped on 
themotor name plate.

 Ch e ck  Vo ltag e  a n d  Pha s e

→ Pr e - o pe r at i o n

Impropermotor rotation can result in 
poorpump performance and can
damage the motor and/or pump.Check 
rotation on three phaseunits by 
momentarily applyingpower and 
observe the "kickback".


Kickback should always be in acounter-
clockwise direction asviewed from motor 
end or oppositeto impeller rotation. 
Impeller rotationis counter-clockwise as 
viewed frombottom of pump.

2 . Ch e ck  P u m p  Rotat i o n

Record theinformation from the pump nameplate to 
drawing in front of manualfor future reference.

 Na m e  Pl at e

Every centrifugal pumpmust be primed (suction pipe and
pump's body should have liquid),before operating.


Install the foot valve at the suctionpipe Figure 1 and �ll 
with liquid thesuperior part of the pump's body.
Sometimes air is trapped inside the body, to remove it you 
should uncap the male plug until the liquids spillsout. Re-
install the male plug using asealant.

4 . Pr i m i n g

Installation & Operation

CORRECT INCORRECT

Do notoperate pump withoutpriming �first. Operating drywill damage seal.IMPORTANT
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Body and Impeller

All pump partsare removable by removing nuts andbolts. 
For body maintenance,disconnect the suction and
discharge, and remove the body ofthe intermediate 
coupling. Formaintenance of the impeller is notnecessary 
to remove the suction or discharge, simply remove the 
bodynuts; this would uncover the impeller. Examine and 
replace if it shows wearor damage.


When the impeller requiresreplacement, remove the 
screw ofthe shaft, and using a puller, remove the impeller 
being careful not toabuse the keyway of the shaft.

Mechanical Seal

To inspect orreplace the shaft seal, remove thebody and 
impeller. If any part showswear or damage, replace both 
parts(stationary seat and rotary part). Therotating seal 
parts may be stucktogether with the shaft, this happens
when the seal has been assembledfor a long time.


If the mechanical seal does not leakand there is need to 
open the pumpfor inspection or cleaning, DO NOT 
remove the seal, remove the springonly if the impeller 
needs to beremoved. Once a seal has been inoperation is 
very di�cult to remove and reassembly without creating a
seal leak.

When starting for the first time your equipment check 
that thedischarge valve is 90% closed.Gradually open 
the valve until themotor runs at full load (amperage
plate). Never allow the amperageconsumed by the pump
exceeds the maximumpermitted by the motor.

→Starting

All pumps come with factorysealed bearings. Optional 
greaseand oil lube

It is important not to overfill the oiltank because it would 
cause anincrease in pressure by heating,affecting the 
bearings and seals. Innormal operation, the frame
temperature increases 122 °F aboveambient 
temperature.

→Frame*

Mechanical seals installed in thispumps are lubricated by 
water,there for the pump should not beoperated dry. You 
will find theappropriate seal for each useand liquid to be 
pumped, checkwith your Flo Fab Pumps agentfor more 
information.

→Mechanical  se al

→Maintenance

All pumps operated through flexiblecoupling or by pulleys 
and belts mustbe perfectly aligned to ensure smooth 
operation. In no caseproblems occur with flexible
couplings if the pump-motoralignment is correct. All 
pumps aremanufactured following thiscondition.

*For Flo Fab pumps with universaltransmission.

→Fle x i b le  co u pling*

If the pump has graphite packing(stuffing box) consider 
the following:

 When the pump is placed intooperation, the liquid will 
drip fromthe stu�ng box; if this does nothappen, 
loosen the nuts on thestu�ng box until dripping occurs

 After a few minutes of operation,gradually tighten the 
nuts until the drip decreases but does not stop

 Once the pump has operated for areasonable period 
and thedripping has not decreased to "afew drops per 
minute", it isnecessary to tighten the nutsstu�ng box. If 
tightening the nutsthe required drip is not achieved,
the graphite packing rings must bereplaced.

→Stu f f ing b ox *

Mechanical Seal

Perform the stepsabove. Remove the rotating part. Itmay 
be necessary to remove theintermediate link to remove 
thestationary seat. To do this, remove thenuts and 
washers that attach thecoupling to the motor. When
removing the coupling, the steadypart will move towards 
the front seat of the shaft and the sleeve. If the seatdoes 
not yield itself, push from therear of the coupling.

→ D isassem b ly

Mechanical Seal

Identify all parts ofFigures 7 and 8. The ring (6) and seat
(1) are perfectly polished, so caremust be taken not to 
scratch orsmudge. The cleaning during theassembly 
process is very important.

→ Re assem b ly

Operation & Maintenance

All partsmust be clean beforereassembly.

IMPORTANT

Handle seal parts withextreme care. 
DO NOTdamage lapped surfaces.

Alwaysunplug the pump beforeapplying maintenance,
service or repair to avoidelectric shock.

IMPORTANT
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Install the intermediatecoupling if it was previously
removed. Make sure the shaftand cavities, where will it 
seats, areclean. The shaft sleeve should not besharp, but 
a radius of about1/32". It is recommended thatlightly 
polish the area of the shaft.If the shaft and it radius are 
perfectly polished, the seal can berelatively easily 
installed.

STE P  1

Install the seat assembly (1and 2) on the inside of the
intermediate coupling,slightly moistening with water on 
therubber parts (do not use grease oroil). This assembly 
should bedone only manually, meaningwithout the use of 
an instrument.

STE P  2

Install the rotating portion ofthe seal without the spring. 
Moistenthe arrow and the inside of the sealwith some 
water (do not use greaseor oil). With clean, dry hands, 
insertthe rotating portion to the shaft,sliding it abuts the 
stationary seat.Once the seal is in place, insert thespring 
(5).

STE P  3

Place the impeller andwashers; tighten the hex screw.

STE P  4

Mechanical Seal - Sectional View.Figure 7

1 - Silicon Carbide 
2 - Seal seat Viton 
3 - Inox. retainer 
4 - Inox. jacket

5 - Inox. spring 
6 - Carbon ring 
7 - Elastomer Viton 
8 - Inox. washer

Mechanical Seal - Assembly.Figure 8

Service
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PROBLEM PROBABLE CAUSE CHECK

 Air leak in the suction 
system.

 Threaded joints in the suction tightness.
 Gaskets for no wear.
 The mechanical seal for leaks.
 The drain plug has leaks.
 The vacuum gauge may be leaking.

A) The pump does not prime,
the suction gauge indicates a
lower reading than normal.

 Insufficient liquid in the 
pump casing.

 That the pump’s body is filled with water.

 Low operating speed.  The motor speed (RPM).

 Bound pump.
 Impeller rotates freely.
 Internal parts are clean.

 Mechanical defect.  That the internal parts are not worn.

B) The pump does not prime,
the suction gauge reading
indicates higher than normal.

 Bound pump.
 Impeller rotates freely.
 Internal parts are clean.

C) The pump priming good

suction gauge reading isnormal, 
the manometerindicates a lower 
pressure thannormal.

 The pump speed is verylow.  The voltage is correct.

 Mechanical defects.  The internal parts for wear.

D) The pump priming good

suction gauge reading is

almost normal, reading the

manometer is greater.

 Discharge obstructed.
 The discharge is clear of obstructions.
 That the discharge valves operate correctly.

E) The pump loses its priming

during operation, suction

 Suction dynamic leveltoo 
high.

 When the pump is operating, never lacks
 water in the suction.

gauge reading drops to zero.

 The pump is sucking air.
 For leaks in suction piping, anges and A gaskets
 That there is no vortex e�ect at the end ofthe 

suction, this lack of water.

 Pump base is loose.
 That screws are tight at the base.
 There are no cracks in the base.

F) The pump priming pumps

well and satisfactorily but noisy.

 Cavitation.

 The dynamic level is not too high
 That the pumping capacity is not too much.
 The pump is operating in the range of NPSHR
 If reducing flow makes the noise gone, then
 the problem is in the point above; partiallyclose the 

discharge valve.

 Bearings.
 The bearings for wear.
 That there is oil in the deposit.

 Vibration.
 The impeller does not have any foreignmaterial.
 The pump is operating in the range.
 That the alignment is correct.

 Low Voltage.  The voltage is correct.

G) Motor overload.
 Overload.

 The amperage of the plate is not exceeded.
 There is no foreign material that may force
 the impeller.
 That the motor is suitable for the pump.

NOTE: Flo Fab Pumps assumes no responsibility for damage or injury due to disassembly in the field. Disassembly of the pumps or supplied accessories 
otherthan at Flo Fab Pumps or its authorized service centers, automatically voids warranty.

Troubleshooting Chart

Risk of electric shock. Always disconnect the pump from the power source before handling 
inspections or repairs.
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Exploded 
View

SERIES  1000

End suction pump model 1000 series

Part List

item description qty

1 MOTOR 1

2 VOLUTE CASE 1

3 BRACKET 1

4 WEAR RINGS 1

5 IMPELLER 1

6 SHAFT SLEEVE 1

7 MOTOR SHAFT KEY 1

8 CASING GASKET 1

9 IMPELLER WASHER 1

10 IMPELLER BOLT 1

11 PIPE PLUG 1/4″ NPT 6

12 MECHANICAL SEAL 1
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Recommended Spares Parts Series 1000 Model C610A

NO PART NAME PART NUMBER STANDARD MATERIAL PART NUMBER OPTIONAL 
MATERIAL

1 Volute Casing 2685521 Cast Iron

1.1 Volute Casing 2685521-B Bronze

1.2 Volute Casing 2685521-SS Stainless Steel

1.3 Volute Casing 2685521-DI Ductile Iron

1.4 Volute Casing 2685521-CS Cast Steel

2 Impeller 7/8 2683848-449 Bronze

2.1 Impeller 7/8 2683848-491 Cast Iron

2.2 Impeller 7/8 2683848-SS Stainless Steel

3 Motor Shaft RTF

4 Casing Wearing 2655973 Bronze

4.1 Casing Wearing 2655973-SS Stainless Steel

5 Shaft Sleeve 143-125 SLJM1.250B Bronze

5.1 Shaft Sleeve 143-125 SLJM1.250SS Stainless Steel

6 Mechanical Seal 143-215 011-S125-21-PER Viton/Sic vs Carbon/SS

27 Plug SP-025 Steel

28 Impeller Key Carbon Steel

31 Motor RTF

32 Bracket 143-215 2683877 Cast Iron

32.1 Bracket 143-215 2683877-B Bronze

32.2 Bracket 143-215 2683877-SS Stainless Steel

32.3 Bracket 143-215 2683877-DI Ductile Iron

32.4 Bracket 143-215 2683877-CS Cast Steel

33 Motor Shaft Key Carbon Steel

34 Impeller Washer WF1-SS Stainless Steel

35 Impeller Bolt LBF1-SS Stainless Steel

36 Casing Gasket G-6P Fiber

37 Motor Bolts Carbon Steel

Parts List
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Recommended Spares Parts Series 1000 Model C615A

NO PART NAME PART NUMBER STANDARD MATERIAL PART NUMBER OPTIONAL 
MATERIAL

1 Volute Casing 2683851 Cast Iron

1.1 Volute Casing 2683851-B Bronze

1.2 Volute Casing 2683851-SS Stainless Steel

1.3 Volute Casing 2683851-DI Ductile Iron

1.4 Volute Casing 2683851-CS Cast Steel

2 Impeller 7/8 V1788B-449 Bronze

2.1 Impeller 7/8 V1788B-491 Cast Iron

2.2 Impeller 7/8 V1788B-SS Stainless Steel

3 Motor Shaft RTF

4 Casing Wearing 2655973 Bronze

4.1 Casing Wearing 2655973-SS Stainless Steel

5 Shaft Sleeve 143-125 SLJM1.250B Bronze

5.1 Shaft Sleeve 143-125 SLJM1.250SS Stainless Steel

6 Mechanical Seal 143-215 011-S125-21-PER Viton/Sic vs Carbon/SS

27 Plug SP-025 Steel

28 Impeller Key Carbon Steel

31 Motor RTF

32 Bracket 143-215 2683877 Cast Iron

32.1 Bracket 143-215 2683877-B Bronze

32.2 Bracket 143-215 2683877-SS Stainless Steel

32.3 Bracket 143-215 2683877-DI Ductile Iron

32.4 Bracket 143-215 2683877-CS Cast Steel

33 Motor Shaft Key Carbon Steel

34 Impeller Washer WF1-SS Stainless Steel

35 Impeller Bolt LBF1-SS Stainless Steel

36 Casing Gasket G-6P Fiber

37 Motor Bolts Carbon Steel

Parts List
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Recommended Spares Parts Series 1000 Model C615J

NO PART NAME PART NUMBER STANDARD MATERIAL PART NUMBER OPTIONAL 
MATERIAL

1 Volute Casing 2683851 Cast Iron

1.1 Volute Casing 2683851-B Bronze

1.2 Volute Casing 2683851-SS Stainless Steel

1.3 Volute Casing 2683851-DI Ductile Iron

1.4 Volute Casing 2683851-CS Cast Steel

2 Impeller 7/8 2683848-449 Bronze

2.1 Impeller 7/8 2683848-491 Cast Iron

2.2 Impeller 7/8 2683848-SS Stainless Steel

3 Motor Shaft RTF

4 Casing Wearing 2655973 Bronze

4.1 Casing Wearing 2655973-SS Stainless Steel

5 Shaft Sleeve 143-125 SLJM1.250B Bronze

5.1 Shaft Sleeve 143-125 SLJM1.250SS Stainless Steel

6 Mechanical Seal 143-215 011-S125-21-PER Viton/Sic vs Carbon/SS

27 Plug SP-025 Steel

28 Impeller Key Carbon Steel

31 Motor RTF

32 Bracket 143-215 2683877 Cast Iron

32.1 Bracket 143-215 2683877-B Bronze

32.2 Bracket 143-215 2683877-SS Stainless Steel

32.3 Bracket 143-215 2683877-DI Ductile Iron

32.4 Bracket 143-215 2683877-CS Cast Steel

33 Motor Shaft Key Carbon Steel

34 Impeller Washer WF1-SS Stainless Steel

35 Impeller Bolt LBF1-SS Stainless Steel

36 Casing Gasket G-6P Fiber

37 Motor Bolts Carbon Steel

Parts List
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Recommended Spares Parts Series 1000 Model C620A

NO PART NAME PART NUMBER STANDARD MATERIAL PART NUMBER OPTIONAL 
MATERIAL

1 Volute Casing 2685522 Cast Iron

1.1 Volute Casing 2685522-B Bronze

1.2 Volute Casing 2685522-SS Stainless Steel

1.3 Volute Casing 2685522-DI Ductile Iron

1.4 Volute Casing 2685522-CS Cast Steel

2 Impeller 7/8 2683846-449 Bronze

2.1 Impeller 7/8 2683846-491 Cast Iron

2.2 Impeller 7/8 2683846-SS Stainless Steel

3 Motor Shaft RTF

4 Casing Wearing 2684006 Bronze

4.1 Casing Wearing 2684006-SS Stainless Steel

5 Shaft Sleeve 143-125 SLJM1.250B Bronze

5.1 Shaft Sleeve 143-125 SLJM1.250SS Stainless Steel

6 Mechanical Seal 143-215 011-S125-21-PER Viton/Sic vs Carbon/SS

27 Plug SP-025 Steel

28 Impeller Key Carbon Steel

31 Motor RTF

32 Bracket 143-215 2683877 Cast Iron

32.1 Bracket 143-215 2683877-B Bronze

32.2 Bracket 143-215 2683877-SS Stainless Steel

32.3 Bracket 143-215 2683877-DI Ductile Iron

32.4 Bracket 143-215 2683877-CS Cast Steel

33 Motor Shaft Key Carbon Steel

34 Impeller Washer WF1-SS Stainless Steel

35 Impeller Bolt LBF1-SS Stainless Steel

36 Casing Gasket G-6P Fiber

37 Motor Bolts Carbon Steel

Parts List
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Recommended Spares Parts Series 1000 Model C810A

NO PART NAME PART NUMBER STANDARD MATERIAL PART NUMBER OPTIONAL 
MATERIAL

1 Volute Casing 2685134 Cast Iron

1.1 Volute Casing 2685134-B Bronze

1.2 Volute Casing 2685134-SS Stainless Steel

1.3 Volute Casing 2685134-DI Ductile Iron

1.4 Volute Casing 2685134-CS Cast Steel

2 Impeller 7/8 2684183-449 Bronze

2.1 Impeller 7/8 2684183-491 Cast Iron

2.2 Impeller 7/8 2684183-SS Stainless Steel

2.3 Impeller 1-1/4 2684184-449

2.4 Impeller 1-1/4 2684184-491 Cast Iron

2.5 Impeller 1-1/4 2684184-SS Stainless Steel

3 Motor Shaft RTF

4 Casing Wearing 2655973 Bronze

4.1 Casing Wearing 2655973-SS Stainless Steel

5 Shaft Sleeve 143-125 SLJM1.250B Bronze

5.1 Shaft Sleeve 143-125 SLJM1.250SS Stainless Steel

5.2 Shaft Sleeve 254-326 SLJM1.500B Bronze

5.3 Shaft Sleeve 254-326 SLJM1.500SS Stainless Steel

6 Mechanical Seal 143-215 011-S125-21-PER Viton/Sic vs Carbon/SS

6.1 Mechanical Seal 254-326 011-S150-21-PER Viton/Sic vs Carbon/SS

27 Plug SP-025 Steel

28 Impeller Key Carbon Steel

31 Motor RTF

32 Bracket 143-215 2683879 Cast Iron

32.1 Bracket 143-215 2683879-B Bronze

32.2 Bracket 143-215 2683879-SS Stainless Steel

32.3 Bracket 143-215 2683879-DI Ductile Iron

32.4 Bracket 143-215 2683879-CS Stainless Steel

32.5 Bracket 254-256 2683880

32.6 Bracket 254-256 2683880-B Bronze

32.7 Bracket 254-256 2683880-SS Stainless Steel

32.8 Bracket 254-256 2683880-DI Ductile Iron

32.9 Bracket 254-256 2683880-CS Cast Steel

32.10 Bracket 284-326 2683882

32.11 Bracket 284-326 2683882-B Bronze

32.12 Bracket 284-326 2683882-SS Stainless Steel

32.13 Bracket 284-326 2683882-DI Ductile Iron

32.14 Bracket 284-326 2683882-CS Cast Steel

33 Motor Shaft Key Carbon Steel

34 Impeller Washer No 1 WF1-SS Stainless Steel

34.1 Impeller Washer No 2 WF2-SS Stainless Steel

35 Impeller Bolt No 1 LBF1-SS Stainless Steel

35.1 Impeller Bolt No 2 LBF2-SS Stainless Steel

36 Casing Gasket G-8P Fiber

37 Motor Bolts Carbon Steel

Parts List
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Recommended Spares Parts Series 1000 Model C810G

NO PART NAME PART NUMBER STANDARD MATERIAL PART NUMBER OPTIONAL 
MATERIAL

1 Volute Casing 2685134 Cast Iron

1.1 Volute Casing 2685134-B Bronze

1.2 Volute Casing 2685134-SS Stainless Steel

1.3 Volute Casing 2685134-DI Ductile Iron

1.4 Volute Casing 2685134-CS Cast Steel

2 Impeller 7/8 2693952-449 Bronze

2.1 Impeller 7/8 2693952-491 Cast Iron

2.2 Impeller 7/8 2693952-SS Stainless Steel

2.3 Impeller 1-1/4 2693953-449

2.4 Impeller 1-1/4 2693953-491 Cast Iron

2.5 Impeller 1-1/4 2693953-SS Stainless Steel

3 Motor Shaft RTF

4 Casing Wearing 2655973 Bronze

4.1 Casing Wearing 2655973-SS Stainless Steel

5 Shaft Sleeve 143-125 SLJM1.250B Bronze

5.1 Shaft Sleeve 143-125 SLJM1.250SS Stainless Steel

5.2 Shaft Sleeve 254-326 SLJM1.500B Bronze

5.3 Shaft Sleeve 254-326 SLJM1.500SS Stainless Steel

6 Mechanical Seal 143-215 011-S125-21-PER Viton/Sic vs Carbon/SS

6.1 Mechanical Seal 254-326 011-S150-21-PER Viton/Sic vs Carbon/SS

27 Plug SP-025 Steel

28 Impeller Key Carbon Steel

31 Motor RTF

32 Bracket 143-215 2683879 Cast Iron

32.1 Bracket 143-215 2683879-B Bronze

32.2 Bracket 143-215 2683879-SS Stainless Steel

32.3 Bracket 143-215 2683879-DI Ductile Iron

32.4 Bracket 143-215 2683879-CS Stainless Steel

32.5 Bracket 254-256 2683880

32.6 Bracket 254-256 2683880-B Bronze

32.7 Bracket 254-256 2683880-SS Stainless Steel

32.8 Bracket 254-256 2683880-DI Ductile Iron

32.9 Bracket 254-256 2683880-CS Cast Steel

32.10 Bracket 284-326 2683882

32.11 Bracket 284-326 2683882-B Bronze

32.12 Bracket 284-326 2683882-SS Stainless Steel

32.13 Bracket 284-326 2683882-DI Ductile Iron

32.14 Bracket 284-326 2683882-CS Cast Steel

33 Motor Shaft Key Carbon Steel

34 Impeller Washer No 1 WF1-SS Stainless Steel

34.1 Impeller Washer No 2 WF2-SS Stainless Steel

35 Impeller Bolt No 1 LBF1-SS Stainless Steel

35.1 Impeller Bolt No 2 LBF2-SS Stainless Steel

36 Casing Gasket G-8P Fiber

37 Motor Bolts Carbon Steel

Parts List
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Recommended Spares Parts Series 1000 Model C815A

NO PART NAME PART NUMBER STANDARD MATERIAL PART NUMBER OPTIONAL 
MATERIAL

1 Volute Casing 2693987 Cast Iron

1.1 Volute Casing 2693987-B Bronze

1.2 Volute Casing 2693987-SS Stainless Steel

1.3 Volute Casing 2693987-DI Ductile Iron

1.4 Volute Casing 2693987-CS Cast Steel

2 Impeller 7/8 2684183-449 Bronze

2.1 Impeller 7/8 2684183-491 Cast Iron

2.2 Impeller 7/8 2684183-SS Stainless Steel

2.3 Impeller 1-1/4 2684184-449

2.4 Impeller 1-1/4 2684184-491 Cast Iron

2.5 Impeller 1-1/4 2684184-SS Stainless Steel

3 Motor Shaft RTF

4 Casing Wearing 2655973 Bronze

4.1 Casing Wearing 2655973-SS Stainless Steel

5 Shaft Sleeve 143-125 SLJM1.250B Bronze

5.1 Shaft Sleeve 143-125 SLJM1.250SS Stainless Steel

5.2 Shaft Sleeve 254-326 SLJM1.500B Bronze

5.3 Shaft Sleeve 254-326 SLJM1.500SS Stainless Steel

6 Mechanical Seal 143-215 011-S125-21-PER Viton/Sic vs Carbon/SS

6.1 Mechanical Seal 254-326 011-S150-21-PER Viton/Sic vs Carbon/SS

27 Plug SP-025 Steel

28 Impeller Key Carbon Steel

31 Motor RTF

32 Bracket 143-215 2683879 Cast Iron

32.1 Bracket 143-215 2683879-B Bronze

32.2 Bracket 143-215 2683879-SS Stainless Steel

32.3 Bracket 143-215 2683879-DI Ductile Iron

32.4 Bracket 143-215 2683879-CS Stainless Steel

32.5 Bracket 254-256 2683880

32.6 Bracket 254-256 2683880-B Bronze

32.7 Bracket 254-256 2683880-SS Stainless Steel

32.8 Bracket 254-256 2683880-DI Ductile Iron

32.9 Bracket 254-256 2683880-CS Cast Steel

32.10 Bracket 284-326 2683882

32.11 Bracket 284-326 2683882-B Bronze

32.12 Bracket 284-326 2683882-SS Stainless Steel

32.13 Bracket 284-326 2683882-DI Ductile Iron

32.14 Bracket 284-326 2683882-CS Cast Steel

33 Motor Shaft Key Carbon Steel

34 Impeller Washer No 1 WF1-SS Stainless Steel

34.1 Impeller Washer No 2 WF2-SS Stainless Steel

35 Impeller Bolt No 1 LBF1-SS Stainless Steel

35.1 Impeller Bolt No 2 LBF2-SS Stainless Steel

36 Casing Gasket G-8P Fiber

37 Motor Bolts Carbon Steel

Parts List
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Recommended Spares Parts Series 1000 Model C815G

NO PART NAME PART NUMBER STANDARD MATERIAL PART NUMBER OPTIONAL 
MATERIAL

1 Volute Casing 2693987 Cast Iron

1.1 Volute Casing 2693987-B Bronze

1.2 Volute Casing 2693987-SS Stainless Steel

1.3 Volute Casing 2693987-DI Ductile Iron

1.4 Volute Casing 2693987-CS Cast Steel

2 Impeller 7/8 2693952-449 Bronze

2.1 Impeller 7/8 2693952-491 Cast Iron

2.2 Impeller 7/8 2693952-SS Stainless Steel

2.3 Impeller 1-1/4 2693953-449

2.4 Impeller 1-1/4 2693953-491 Cast Iron

2.5 Impeller 1-1/4 2693953-SS Stainless Steel

3 Motor Shaft RTF

4 Casing Wearing 2655973 Bronze

4.1 Casing Wearing 2655973-SS Stainless Steel

5 Shaft Sleeve 143-125 SLJM1.250B Bronze

5.1 Shaft Sleeve 143-125 SLJM1.250SS Stainless Steel

5.2 Shaft Sleeve 254-326 SLJM1.500B Bronze

5.3 Shaft Sleeve 254-326 SLJM1.500SS Stainless Steel

6 Mechanical Seal 143-215 011-S125-21-PER Viton/Sic vs Carbon/SS

6.1 Mechanical Seal 254-326 011-S150-21-PER Viton/Sic vs Carbon/SS

27 Plug SP-025 Steel

28 Impeller Key Carbon Steel

31 Motor RTF

32 Bracket 143-215 2683879 Cast Iron

32.1 Bracket 143-215 2683879-B Bronze

32.2 Bracket 143-215 2683879-SS Stainless Steel

32.3 Bracket 143-215 2683879-DI Ductile Iron

32.4 Bracket 143-215 2683879-CS Stainless Steel

32.5 Bracket 254-256 2683880

32.6 Bracket 254-256 2683880-B Bronze

32.7 Bracket 254-256 2683880-SS Stainless Steel

32.8 Bracket 254-256 2683880-DI Ductile Iron

32.9 Bracket 254-256 2683880-CS Cast Steel

32.10 Bracket 284-326 2683882

32.11 Bracket 284-326 2683882-B Bronze

32.12 Bracket 284-326 2683882-SS Stainless Steel

32.13 Bracket 284-326 2683882-DI Ductile Iron

32.14 Bracket 284-326 2683882-CS Cast Steel

33 Motor Shaft Key Carbon Steel

34 Impeller Washer No 1 WF1-SS Stainless Steel

34.1 Impeller Washer No 2 WF2-SS Stainless Steel

35 Impeller Bolt No 1 LBF1-SS Stainless Steel

35.1 Impeller Bolt No 2 LBF2-SS Stainless Steel

36 Casing Gasket G-8P Fiber

37 Motor Bolts Carbon Steel

Parts List
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Recommended Spares Parts Series 1000 Model C820A

NO PART NAME PART NUMBER STANDARD MATERIAL PART NUMBER OPTIONAL 
MATERIAL

1 Volute Casing 2685523 Cast Iron

1.1 Volute Casing 2685523-B Bronze

1.2 Volute Casing 2685523-SS Stainless Steel

1.3 Volute Casing 2685523-DI Ductile Iron

1.4 Volute Casing 2685523-CS Cast Steel

2 Impeller 7/8 V1735-449 Bronze

2.1 Impeller 7/8 V1735-491 Cast Iron

2.2 Impeller 7/8 V1735-SS Stainless Steel

2.3 Impeller 1-1/4 V3289-449

2.4 Impeller 1-1/4 V3289-491 Cast Iron

2.5 Impeller 1-1/4 V3289-SS Stainless Steel

3 Motor Shaft RTF

4 Casing Wearing 2684006 Bronze

4.1 Casing Wearing 2684006-SS Stainless Steel

5 Shaft Sleeve 143-125 SLJM1.250B Bronze

5.1 Shaft Sleeve 143-125 SLJM1.250SS Stainless Steel

5.2 Shaft Sleeve 254-326 SLJM1.500B Bronze

5.3 Shaft Sleeve 254-326 SLJM1.500SS Stainless Steel

6 Mechanical Seal 143-215 011-S125-21-PER Viton/Sic vs Carbon/SS

6.1 Mechanical Seal 254-326 011-S150-21-PER Viton/Sic vs Carbon/SS

27 Plug SP-025 Steel

28 Impeller Key Carbon Steel

31 Motor RTF

32 Bracket 143-215 2683879 Cast Iron

32.1 Bracket 143-215 2683879-B Bronze

32.2 Bracket 143-215 2683879-SS Stainless Steel

32.3 Bracket 143-215 2683879-DI Ductile Iron

32.4 Bracket 143-215 2683879-CS Stainless Steel

32.5 Bracket 254-256 2683880

32.6 Bracket 254-256 2683880-B Bronze

32.7 Bracket 254-256 2683880-SS Stainless Steel

32.8 Bracket 254-256 2683880-DI Ductile Iron

32.9 Bracket 254-256 2683880-CS Cast Steel

32.10 Bracket 284-326 2683882

32.11 Bracket 284-326 2683882-B Bronze

32.12 Bracket 284-326 2683882-SS Stainless Steel

32.13 Bracket 284-326 2683882-DI Ductile Iron

32.14 Bracket 284-326 2683882-CS Cast Steel

33 Motor Shaft Key Carbon Steel

34 Impeller Washer No 1 WF1-SS Stainless Steel

34.1 Impeller Washer No 2 WF2-SS Stainless Steel

35 Impeller Bolt No 1 LBF1-SS Stainless Steel

35.1 Impeller Bolt No 2 LBF2-SS Stainless Steel

36 Casing Gasket G-8P Fiber

37 Motor Bolts Carbon Steel

Parts List
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Recommended Spares Parts Series 1000 Model C825A

NO PART NAME PART NUMBER STANDARD MATERIAL PART NUMBER OPTIONAL 
MATERIAL

1 Volute Casing 2685525 Cast Iron

1.1 Volute Casing 2685525-B Bronze

1.2 Volute Casing 2685525-SS Stainless Steel

1.3 Volute Casing 2685525-DI Ductile Iron

1.4 Volute Casing 2685525-CS Cast Steel

2 Impeller 7/8 2683738-449 Bronze

2.1 Impeller 7/8 2683738-491 Cast Iron

2.2 Impeller 7/8 2683738-SS Stainless Steel

2.3 Impeller 1-1/4 2683748-449

2.4 Impeller 1-1/4 2683748-491 Cast Iron

2.5 Impeller 1-1/4 2683748-SS Stainless Steel

3 Motor Shaft RTF

4 Casing Wearing V1810 Bronze

4.1 Casing Wearing V1810-SS Stainless Steel

5 Shaft Sleeve 143-125 SLJM1.250B Bronze

5.1 Shaft Sleeve 143-125 SLJM1.250SS Stainless Steel

5.2 Shaft Sleeve 254-326 SLJM1.500B Bronze

5.3 Shaft Sleeve 254-326 SLJM1.500SS Stainless Steel

6 Mechanical Seal 143-215 011-S125-21-PER Viton/Sic vs Carbon/SS

6.1 Mechanical Seal 254-326 011-S150-21-PER Viton/Sic vs Carbon/SS

27 Plug SP-025 Steel

28 Impeller Key Carbon Steel

31 Motor RTF

32 Bracket 143-215 2683879 Cast Iron

32.1 Bracket 143-215 2683879-B Bronze

32.2 Bracket 143-215 2683879-SS Stainless Steel

32.3 Bracket 143-215 2683879-DI Ductile Iron

32.4 Bracket 143-215 2683879-CS Stainless Steel

32.5 Bracket 254-256 2683880

32.6 Bracket 254-256 2683880-B Bronze

32.7 Bracket 254-256 2683880-SS Stainless Steel

32.8 Bracket 254-256 2683880-DI Ductile Iron

32.9 Bracket 254-256 2683880-CS Cast Steel

32.10 Bracket 284-326 2683882

32.11 Bracket 284-326 2683882-B Bronze

32.12 Bracket 284-326 2683882-SS Stainless Steel

32.13 Bracket 284-326 2683882-DI Ductile Iron

32.14 Bracket 284-326 2683882-CS Cast Steel

33 Motor Shaft Key Carbon Steel

34 Impeller Washer No 1 WF1-SS Stainless Steel

34.1 Impeller Washer No 2 WF2-SS Stainless Steel

35 Impeller Bolt No 1 LBF1-SS Stainless Steel

35.1 Impeller Bolt No 2 LBF2-SS Stainless Steel

36 Casing Gasket G-8P Fiber

37 Motor Bolts Carbon Steel

Parts List
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Recommended Spares Parts Series 1000 Model C830A

NO PART NAME PART NUMBER STANDARD MATERIAL PART NUMBER OPTIONAL 
MATERIAL

1 Volute Casing 2685527 Cast Iron

1.1 Volute Casing 2685527-B Bronze

1.2 Volute Casing 2685527-SS Stainless Steel

1.3 Volute Casing 2685527-DI Ductile Iron

1.4 Volute Casing 2685527-CS Cast Steel

2 Impeller 7/8 2683739-449 Bronze

2.1 Impeller 7/8 2683739-491 Cast Iron

2.2 Impeller 7/8 2683739-SS Stainless Steel

2.3 Impeller 1-1/4 2683747-449

2.4 Impeller 1-1/4 2683747-491 Cast Iron

2.5 Impeller 1-1/4 2683747-SS Stainless Steel

3 Motor Shaft RTF

4 Casing Wearing V1811 Bronze

4.1 Casing Wearing V1811-SS Stainless Steel

5 Shaft Sleeve 143-125 SLJM1.250B Bronze

5.1 Shaft Sleeve 143-125 SLJM1.250SS Stainless Steel

5.2 Shaft Sleeve 254-326 SLJM1.500B Bronze

5.3 Shaft Sleeve 254-326 SLJM1.500SS Stainless Steel

6 Mechanical Seal 143-215 011-S125-21-PER Viton/Sic vs Carbon/SS

6.1 Mechanical Seal 254-326 011-S150-21-PER Viton/Sic vs Carbon/SS

27 Plug SP-025 Steel

28 Impeller Key Carbon Steel

31 Motor RTF

32 Bracket 143-215 2683879 Cast Iron

32.1 Bracket 143-215 2683879-B Bronze

32.2 Bracket 143-215 2683879-SS Stainless Steel

32.3 Bracket 143-215 2683879-DI Ductile Iron

32.4 Bracket 143-215 2683879-CS Stainless Steel

32.5 Bracket 254-256 2683880

32.6 Bracket 254-256 2683880-B Bronze

32.7 Bracket 254-256 2683880-SS Stainless Steel

32.8 Bracket 254-256 2683880-DI Ductile Iron

32.9 Bracket 254-256 2683880-CS Cast Steel

32.10 Bracket 284-326 2683882

32.11 Bracket 284-326 2683882-B Bronze

32.12 Bracket 284-326 2683882-SS Stainless Steel

32.13 Bracket 284-326 2683882-DI Ductile Iron

32.14 Bracket 284-326 2683882-CS Cast Steel

33 Motor Shaft Key Carbon Steel

34 Impeller Washer No 1 WF1-SS Stainless Steel

34.1 Impeller Washer No 2 WF2-SS Stainless Steel

35 Impeller Bolt No 1 LBF1-SS Stainless Steel

35.1 Impeller Bolt No 2 LBF2-SS Stainless Steel

36 Casing Gasket G-8 P Fiber

37 Motor Bolts Carbon Steel

Parts List
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Recommended Spares Parts Series 1000 Model C840A

NO PART NAME PART NUMBER STANDARD MATERIAL PART NUMBER OPTIONAL 
MATERIAL

1 Volute Casing 2683863 Cast Iron

1.1 Volute Casing 2683863-B Bronze

1.2 Volute Casing 2683863-SS Stainless Steel

1.3 Volute Casing 2683863-DI Ductile Iron

1.4 Volute Casing 2683863-CS Cast Steel

2 Impeller 7/8 2680864-449 Bronze

2.1 Impeller 7/8 2680864-491 Cast Iron

2.2 Impeller 7/8 2680864-SS Stainless Steel

2.3 Impeller 1-1/4 2680863-449

2.4 Impeller 1-1/4 2680863-491 Cast Iron

2.5 Impeller 1-1/4 2680863-SS Stainless Steel

3 Motor Shaft RTF

4 Casing Wearing 2691670 Bronze

4.1 Casing Wearing 2691670-SS Stainless Steel

5 Shaft Sleeve 143-125 SLJM1.250B Bronze

5.1 Shaft Sleeve 143-125 SLJM1.250SS Stainless Steel

5.2 Shaft Sleeve 254-326 SLJM1.500B Bronze

5.3 Shaft Sleeve 254-326 SLJM1.500SS Stainless Steel

6 Mechanical Seal 143-215 011-S125-21-PER Viton/Sic vs Carbon/SS

6.1 Mechanical Seal 254-326 011-S150-21-PER Viton/Sic vs Carbon/SS

27 Plug SP-025 Steel

28 Impeller Key Carbon Steel

31 Motor RTF

32 Bracket 143-215 2683879 Cast Iron

32.1 Bracket 143-215 2683879-B Bronze

32.2 Bracket 143-215 2683879-SS Stainless Steel

32.3 Bracket 143-215 2683879-DI Ductile Iron

32.4 Bracket 143-215 2683879-CS Stainless Steel

32.5 Bracket 254-256 2683880

32.6 Bracket 254-256 2683880-B Bronze

32.7 Bracket 254-256 2683880-SS Stainless Steel

32.8 Bracket 254-256 2683880-DI Ductile Iron

32.9 Bracket 254-256 2683880-CS Cast Steel

32.10 Bracket 284-326 2683882

32.11 Bracket 284-326 2683882-B Bronze

32.12 Bracket 284-326 2683882-SS Stainless Steel

32.13 Bracket 284-326 2683882-DI Ductile Iron

32.14 Bracket 284-326 2683882-CS Cast Steel

33 Motor Shaft Key Carbon Steel

34 Impeller Washer No 1 WF1-SS Stainless Steel

34.1 Impeller Washer No 2 WF2-SS Stainless Steel

35 Impeller Bolt No 1 LBF1-SS Stainless Steel

35.1 Impeller Bolt No 2 LBF2-SS Stainless Steel

36 Casing Gasket G-8P Fiber

37 Motor Bolts Carbon Steel
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Recommended Spares Parts Series 1000 Model C1020A

NO PART NAME PART NUMBER STANDARD MATERIAL PART NUMBER OPTIONAL 
MATERIAL

1 Volute Casing 2685529 Cast Iron

1.1 Volute Casing 2685529-B Bronze

1.2 Volute Casing 2685529-SS Stainless Steel

1.3 Volute Casing 2685529-DI Ductile Iron

1.4 Volute Casing 2685529-CS Cast Steel

2 Impeller 7/8 2680869-449 Bronze

2.1 Impeller 7/8 2680869-491 Cast Iron

2.2 Impeller 7/8 2680869-SS Stainless Steel

2.3 Impeller 1-1/4 2680870-449

2.4 Impeller 1-1/4 2680870-491 Cast Iron

2.5 Impeller 1-1/4 2680870-SS Stainless Steel

3 Motor Shaft RTF

4 Casing Wearing 2684006 Bronze

4.1 Casing Wearing 2684006-SS Stainless Steel

5 Shaft Sleeve 143-125 SLJM1.250B Bronze

5.1 Shaft Sleeve 143-125 SLJM1.250SS Stainless Steel

5.2 Shaft Sleeve 254-326 SLJM1.500B Bronze

5.3 Shaft Sleeve 254-326 SLJM1.500SS Stainless Steel

6 Mechanical Seal 143-215 011-S125-21-PER Viton/Sic vs Carbon/SS

6.1 Mechanical Seal 254-326 011-S150-21-PER Viton/Sic vs Carbon/SS

27 Plug SP-025 Steel

28 Impeller Key Carbon Steel

31 Motor RTF

32 Bracket 143-215 2683883 Cast Iron

32.1 Bracket 143-215 2683883-B Bronze

32.2 Bracket 143-215 2683883-SS Stainless Steel

32.3 Bracket 143-215 2683883-DI Ductile Iron

32.4 Bracket 143-215 2683883-CS Stainless Steel

32.5 Bracket 254-256 2683884

32.6 Bracket 254-256 2683884-B Bronze

32.7 Bracket 254-256 2683884-SS Stainless Steel

32.8 Bracket 254-256 2683884-DI Ductile Iron

32.9 Bracket 254-256 2683884-CS Cast Steel

32.10 Bracket 284-326 2691995

32.11 Bracket 284-326 2691995-B Bronze

32.12 Bracket 284-326 2691995-SS Stainless Steel

32.13 Bracket 284-326 2691995-DI Ductile Iron

32.14 Bracket 284-326 2691995-CS Cast Steel

33 Motor Shaft Key Carbon Steel

34 Impeller Washer No 1 WF1-SS Stainless Steel

34.1 Impeller Washer No 2 WF2-SS Stainless Steel

35 Impeller Bolt No 1 LBF1-SS Stainless Steel

35.1 Impeller Bolt No 2 LBF2-SS Stainless Steel

36 Casing Gasket G-10P Fiber

37 Motor Bolts Carbon Steel
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Recommended Spares Parts Series 1000 Model C1025A

NO PART NAME PART NUMBER STANDARD MATERIAL PART NUMBER OPTIONAL 
MATERIAL

1 Volute Casing 2685531 Cast Iron

1.1 Volute Casing 2685531-B Bronze

1.2 Volute Casing 2685531-SS Stainless Steel

1.3 Volute Casing 2685531-DI Ductile Iron

1.4 Volute Casing 2685531-CS Cast Steel

2 Impeller 7/8 2684314-449 Bronze

2.1 Impeller 7/8 2684314-491 Cast Iron

2.2 Impeller 7/8 2684314-SS Stainless Steel

2 Impeller 1-1/4 2683884-449

2.1 Impeller 1-1/4 2683884-491 Cast Iron

2.2 Impeller 1-1/4 2683884-SS Stainless Steel

3 Motor Shaft RTF

4 Casing Wearing V1810 Bronze

4.1 Casing Wearing V1810-SS Stainless Steel

5 Shaft Sleeve 143-215 SLJM1.250B Bronze

5.1 Shaft Sleeve 143-215 SLJM1.250SS Stainless Steel

5.2 Shaft Sleeve 254-326 SLJM1.500B Bronze

5.3 Shaft Sleeve 254-326 SLJM1.500SS Stainless Steel

6 Mechanical Seal 143-215 011-S125-21-PER Viton/Sic vs Carbon/SS

6.1 Mechanical Seal 254-326 011-S150-21-PER Viton/Sic vs Carbon/SS

27 Plug SP-025 Steel

28 Impeller Key Carbon Steel

31 Motor RTF

32 Bracket 143-215 2683883 Cast Iron

32.1 Bracket 143-215 2683883-B Bronze

32.2 Bracket 143-215 2683883SS Stainless Steel

32.3 Bracket 143-215 2683883-DI Ductile Iron

32.4 Bracket 143-215 2683883-CS Stainless Steel

32.5 Bracket 254-256 2683884

32.6 Bracket 254-256 2683884-B Bronze

32.7 Bracket 254-256 2683884-SS Stainless Steel

32.8 Bracket 254-256 2683884-DI Ductile Iron

32.9 Bracket 254-256 2683884-CS Cast Steel

32.10 Bracket 284-326 2691995

32.11 Bracket 284-326 2691995-B Bronze

32.12 Bracket 284-326 2691995-SS Stainless Steel

32.13 Bracket 284-326 2691995-DI Ductile Iron

32.14 Bracket 284-326 2691995-CS Cast Steel

33 Motor Shaft Key Carbon Steel

34 Impeller Washer No 1 WF1-SS Stainless Steel

34.1 Impeller Washer No 2 WF2-SS Stainless Steel

35 Impeller Bolt No 1 LBF1-SS Stainless Steel

35.1 Impeller Bolt No 2 LBF2-SS Stainless Steel

36 Casing Gasket G-10P Fiber

37 Motor Bolts Carbon Steel
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Recommended Spares Parts Series 1000 Model C1030A

NO PART NAME PART NUMBER STANDARD MATERIAL PART NUMBER OPTIONAL 
MATERIAL

1 Volute Casing 2685533 Cast Iron

1.1 Volute Casing 2685533-B Bronze

1.2 Volute Casing 2685533-SS Stainless Steel

1.3 Volute Casing 2685533-DI Ductile Iron

1.4 Volute Casing 2685533-CS Cast Steel

2 Impeller 7/8 2684315-449 Bronze

2.1 Impeller 7/8 2684315-491 Cast Iron

2.2 Impeller 7/8 2684315-SS Stainless Steel

2 Impeller 1-1/4 2684353-449

2.1 Impeller 1-1/4 2684353-491 Cast Iron

2.2 Impeller 1-1/4 2684353-SS Stainless Steel

3 Motor Shaft RTF

4 Casing Wearing V1811 Bronze

4.1 Casing Wearing V1811-SS Stainless Steel

5 Shaft Sleeve 143-215 SLJM1.250B Bronze

5.1 Shaft Sleeve 143-215 SLJM1.250SS Stainless Steel

5.2 Shaft Sleeve 254-326 SLJM1.500B Bronze

5.3 Shaft Sleeve 254-326 SLJM1.500SS Stainless Steel

6 Mechanical Seal 143-215 011-S125-21-PER Viton/Sic vs Carbon/SS

6.1 Mechanical Seal 254-326 011-S150-21-PER Viton/Sic vs Carbon/SS

27 Plug SP-025 Steel

28 Impeller Key Carbon Steel

31 Motor RTF

32 Bracket 143-215 2683883 Cast Iron

32.1 Bracket 143-215 2683883-B Bronze

32.2 Bracket 143-215 2683883SS Stainless Steel

32.3 Bracket 143-215 2683883-DI Ductile Iron

32.4 Bracket 143-215 2683883-CS Stainless Steel

32.5 Bracket 254-256 2683884

32.6 Bracket 254-256 2683884-B Bronze

32.7 Bracket 254-256 2683884-SS Stainless Steel

32.8 Bracket 254-256 2683884-DI Ductile Iron

32.9 Bracket 254-256 2683884-CS Cast Steel

32.10 Bracket 284-326 2691995

32.11 Bracket 284-326 2691995-B Bronze

32.12 Bracket 284-326 2691995-SS Stainless Steel

32.13 Bracket 284-326 2691995-DI Ductile Iron

32.14 Bracket 284-326 2691995-CS Cast Steel

33 Motor Shaft Key Carbon Steel

34 Impeller Washer No 1 WF1-SS Stainless Steel

34.1 Impeller Washer No 2 WF2-SS Stainless Steel

35 Impeller Bolt No 1 LBF1-SS Stainless Steel

35.1 Impeller Bolt No 2 LBF2-SS Stainless Steel

36 Casing Gasket G-10P Fiber

37 Motor Bolts Carbon Steel
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Recommended Spares Parts Series 1000 Model C1040A

NO PART NAME PART NUMBER STANDARD MATERIAL PART NUMBER OPTIONAL 
MATERIAL

1 Volute Casing 2685535 Cast Iron

1.1 Volute Casing 2685535-B Bronze

1.2 Volute Casing 2685535-SS Stainless Steel

1.3 Volute Casing 2685535-DI Ductile Iron

1.4 Volute Casing 2685535-CS Cast Steel

2 Impeller 7/8 2685919-449 Bronze

2.1 Impeller 7/8 2685919-491 Cast Iron

2.2 Impeller 7/8 2685919-SS Stainless Steel

2.3 Impeller 1-1/4 2685918-449

2.4 Impeller 1-1/4 2685918-491 Cast Iron

2.5 Impeller 1-1/4 2685918-SS Stainless Steel

3 Motor Shaft RTF

4 Casing Wearing 2691670 Bronze

4.1 Casing Wearing 2691670-SS Stainless Steel

5 Shaft Sleeve 143-215 SLJM1.250B Bronze

5.1 Shaft Sleeve 143-215 SLJM1.250SS Stainless Steel

5.2 Shaft Sleeve 254-326 SLJM1.500B Bronze

5.3 Shaft Sleeve 254-326 SLJM1.500SS Stainless Steel

6 Mechanical Seal 143-215 011-S125-21-PER Viton/Sic vs Carbon/SS

6.1 Mechanical Seal 254-326 011-S150-21-PER Viton/Sic vs Carbon/SS

27 Plug SP-025 Steel

28 Impeller Key Carbon Steel

31 Motor RTF

32 Bracket 143-215 2683883 Cast Iron

32.1 Bracket 143-215 2683883-B Bronze

32.2 Bracket 143-215 2683883-SS Stainless Steel

32.3 Bracket 143-215 2683883-DI Ductile Iron

32.4 Bracket 143-215 2683883-CS Stainless Steel

32.5 Bracket 254-256 2683884

32.6 Bracket 254-256 2683884-B Bronze

32.7 Bracket 254-256 2683884-SS Stainless Steel

32.8 Bracket 254-256 2683884-DI Ductile Iron

32.9 Bracket 254-256 2683884-CS Cast Steel

32.10 Bracket 284-326 2691995

32.11 Bracket 284-326 2691995-B Bronze

32.12 Bracket 284-326 2691995-SS Stainless Steel

32.13 Bracket 284-326 2691995-DI Ductile Iron

32.14 Bracket 284-326 2691995-CS Cast Steel

33 Motor Shaft Key Carbon Steel

34 Impeller Washer No 1 WF1-SS Stainless Steel

34.1 Impeller Washer No 2 WF2-SS Stainless Steel

35 Impeller Washer No 1 LBF1-SS Stainless Steel

35.1 Impeller Washer No 2 LBF2-SS Stainless Steel

36 Casing Gasket G-10P Fiber

37 Motor Bolts Carbon Steel
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Recommended Spares Parts Series 1000 Model C1050A

NO PART NAME PART NUMBER STANDARD MATERIAL PART NUMBER OPTIONAL 
MATERIAL

1 Volute Casing 2691991 Cast Iron

1.1 Volute Casing 2691991-B Bronze

1.2 Volute Casing 2691991-SS Stainless Steel

1.3 Volute Casing 2691991-DI Ductile Iron

1.4 Volute Casing 2691991-CS Cast Steel

2 Impeller 7/8 2691939-449 Bronze

2.1 Impeller 7/8 2691939-491 Cast Iron

2.2 Impeller 7/8 2691939-SS Stainless Steel

2.3 Impeller 1-1/4 2689502-449

2.4 Impeller 1-1/4 2689502-491 Cast Iron

2.5 Impeller 1-1/4 2689502-SS Stainless Steel

3 Motor Shaft RTF

4 Casing Wearing 2691672 Bronze

4.1 Casing Wearing 2691672-SS Stainless Steel

5 Shaft Sleeve 143-215 SLJM1.250B Bronze

5.1 Shaft Sleeve 143-215 SLJM1.250SS Stainless Steel

5.2 Shaft Sleeve 254-326 SLJM1.500B Bronze

5.3 Shaft Sleeve 254-326 SLJM1.500SS Stainless Steel

6 Mechanical Seal 143-215 011-S125-21-PER Viton/Sic vs Carbon/SS

6.1 Mechanical Seal 254-326 011-S150-21-PER Viton/Sic vs Carbon/SS

27 Plug SP-025 Steel

28 Impeller Key Carbon Steel

31 Motor RTF

32 Bracket 143-215 2683883 Cast Iron

32.1 Bracket 143-215 2683883-B Bronze

32.2 Bracket 143-215 2683883-SS Stainless Steel

32.3 Bracket 143-215 2683883-DI Ductile Iron

32.4 Bracket 143-215 2683883-CS Stainless Steel

32.5 Bracket 254-256 2683884

32.6 Bracket 254-256 2683884-B Bronze

32.7 Bracket 254-256 2683884-SS Stainless Steel

32.8 Bracket 254-256 2683884-DI Ductile Iron

32.9 Bracket 254-256 2683884-CS Cast Steel

32.10 Bracket 284-326 2691995

32.11 Bracket 284-326 2691995-B Bronze

32.12 Bracket 284-326 2691995-SS Stainless Steel

32.13 Bracket 284-326 2691995-DI Ductile Iron

32.14 Bracket 284-326 2691995-CS Cast Steel

33 Motor Shaft Key Carbon Steel

34 Impeller Washer No 1 WF1-SS Stainless Steel

34.1 Impeller Washer No 2 WF2-SS Stainless Steel

35 Impeller Bolt No 1 LBF1-SS Stainless Steel

35.1 Impeller Bolt No 2 LBF2-SS Stainless Steel

36 Casing Gasket G-10P Fiber

37 Motor Bolts Carbon Steel
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Recommended Spares Parts Series 1000 Model C1215A

NO PART NAME PART NUMBER STANDARD MATERIAL PART NUMBER OPTIONAL 
MATERIAL

1 Volute Casing 2687801 Cast Iron

1.1 Volute Casing 2687801-B Bronze

1.2 Volute Casing 2687801-SS Stainless Steel

1.3 Volute Casing 2687801-DI Ductile Iron

1.4 Volute Casing 2687801-CS Cast Steel

2 Impeller 7/8 2685582-449 Bronze

2.1 Impeller 7/8 2685582-491 Cast Iron

2.2 Impeller 7/8 2685582-SS Stainless Steel

2.3 Impeller 1-1/4 2685583-449

2.4 Impeller 1-1/4 2685583-491 Cast Iron

2.5 Impeller 1-1/4 2685583-SS Stainless Steel

3 Motor Shaft RTF

4 Casing Wearing 2655973 Bronze

4.1 Casing Wearing 2655973-SS Stainless Steel

5 Shaft Sleeve 143-215 SLJM1.250B Bronze

5.1 Shaft Sleeve 143-215 SLJM1.250SS Stainless Steel

5.2 Shaft Sleeve 254-326 SLJM1.500B Bronze

5.3 Shaft Sleeve 254-326 SLJM1.500SS Stainless Steel

6 Mechanical Seal 143-215 011-S125-21-PER Viton/Sic vs Carbon/SS

6.1 Mechanical Seal 254-326 011-S150-21-PER Viton/Sic vs Carbon/SS

27 Plug SP-025 Steel

28 Impeller Key Carbon Steel

31 Motor RTF

32 Bracket 143-215 2687811 Cast Iron

32.1 Bracket 143-215 2687811-B Bronze

32.2 Bracket 143-215 2687811-SS Stainless Steel

32.3 Bracket 143-215 2687811-DI Ductile Iron

32.4 Bracket 143-215 2687811-CS Stainless Steel

32.5 Bracket 254-256 2687812

32.6 Bracket 254-256 2687812-B Bronze

32.7 Bracket 254-256 2687812-SS Stainless Steel

32.8 Bracket 254-256 2687812-DI Ductile Iron

32.9 Bracket 254-256 2687812-CS Cast Steel

32.10 Bracket 284-326 2687813

32.11 Bracket 284-326 2687813-B Bronze

32.12 Bracket 284-326 2687813-SS Stainless Steel

32.13 Bracket 284-326 2687813-DI Ductile Iron

32.14 Bracket 284-326 2687813-CS Cast Steel

33 Motor Shaft Key Carbon Steel

34 Impeller Washer No 1 WF1-SS Stainless Steel

34.1 Impeller Washer No 2 WF2-SS Stainless Steel

35 Impeller Bolt No 1 LBF1-SS Stainless Steel

35.1 Impeller Bolt No 2 LBF2-SS Stainless Steel

36 Casing Gasket G-12P Fiber

37 Motor Bolts Carbon Steel
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Recommended Spares Parts Series 1000 Model C1220A

NO PART NAME PART NUMBER STANDARD MATERIAL PART NUMBER OPTIONAL 
MATERIAL

1 Volute Casing 2687803 Cast Iron

1.1 Volute Casing 2687803-B Bronze

1.2 Volute Casing 2687803-SS Stainless Steel

1.3 Volute Casing 2687803-DI Ductile Iron

1.4 Volute Casing 2687803-CS Cast Steel

2 Impeller 7/8 2685584-449 Bronze

2.1 Impeller 7/8 2685584-491 Cast Iron

2.2 Impeller 7/8 2685584-SS Stainless Steel

2.3 Impeller 1-1/4 2685585-449

2.4 Impeller 1-1/4 2685585-491 Cast Iron

2.5 Impeller 1-1/4 2685585-SS Stainless Steel

3 Motor Shaft RTF

4 Casing Wearing 2684006 Bronze

4.1 Casing Wearing 2684006-SS Stainless Steel

5 Shaft Sleeve 143-215 SLJM1.250B Bronze

5.1 Shaft Sleeve 143-215 SLJM1.250SS Stainless Steel

5.2 Shaft Sleeve 254-326 SLJM1.500B Bronze Stainless Steel

5.3 Shaft Sleeve 254-326 SLJM1.500SS Stainless Steel

6 Mechanical Seal 143-215 011-S125-21-PER Viton/Sic vs Carbon/SS

6.1 Mechanical Seal 254-326 011-S150-21-PER Viton/Sic vs Carbon/SS

27 Plug SP-025 Steel

28 Impeller Key Carbon Steel

31 Motor RTF

32 Bracket 143-215 2687811 Cast Iron

32.1 Bracket 143-215 2687811-B Bronze

32.2 Bracket 143-215 2687811-SS Stainless Steel

32.3 Bracket 143-215 2687811-DI Ductile Iron

32.4 Bracket 143-215 2687811-CS Stainless Steel

32.5 Bracket 254-256 2687812

32.6 Bracket 254-256 2687812-B Bronze

32.7 Bracket 254-256 2687812-SS Stainless Steel

32.8 Bracket 254-256 2687812-DI Ductile Iron

32.9 Bracket 254-256 2687812-CS Cast Steel

32.10 Bracket 284-326 2687813

32.11 Bracket 284-326 2687813-B Bronze

32.12 Bracket 284-326 2687813-SS Stainless Steel

32.13 Bracket 284-326 2687813-DI Ductile Iron

32.14 Bracket 284-326 2687813-CS Cast Steel

33 Motor Shaft Key Carbon Steel

34 Impeller Washer No 1 WF1-SS Stainless Steel

34.1 Impeller Washer No 2 WF2-SS Stainless Steel

35 Impeller Bolt No 1 LBF1-SS Stainless Steel

35.1 Impeller Bolt No 2 LBF2-SS Stainless Steel

36 Casing Gasket G-12P Fiber

37 Motor Bolts Carbon Steel
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Recommended Spares Parts Series 1000 Model C1230A

NO PART NAME PART NUMBER STANDARD MATERIAL PART NUMBER OPTIONAL 
MATERIAL

1 Volute Casing 2687805 Cast Iron

1.1 Volute Casing 2687805-B Bronze

1.2 Volute Casing 2687805-SS Stainless Steel

1.3 Volute Casing 2687805-DI Ductile Iron

1.4 Volute Casing 2687805-CS Cast Steel

2 Impeller 1-1/4 2685580-449

2.1 Impeller 1-1/4 2685580-491 Cast Iron

2.2 Impeller 1-1/4 2685580-SS Stainless Steel

3 Motor Shaft RTF

4 Casing Wearing 2691669 Bronze

4.1 Casing Wearing 2691669-SS Stainless Steel

5 Shaft Sleeve 254-326 SLJM1.500B Bronze

5.1 Shaft Sleeve 254-326 SLJM1.500SS Stainless Steel

6 Mechanical Seal 254-326 011-S150-21-PER Viton/Sic vs Carbon/SS

27 Plug SP-025 Steel

28 Impeller Key Carbon Steel

31 Motor RTF

32 Bracket 143-215 2687811 Cast Iron

32.1 Bracket 143-215 2687811-B Bronze

32.2 Bracket 143-215 2687811-SS Stainless Steel

32.3 Bracket 143-215 2687811-DI Ductile Iron

32.4 Bracket 143-215 2687811-CS Stainless Steel

32.5 Bracket 254-256 2687812

32.6 Bracket 254-256 2687812-B Bronze

32.7 Bracket 254-256 2687812-SS Stainless Steel

32.8 Bracket 254-256 2687812-DI Ductile Iron

32.9 Bracket 254-256 2687812-CS Cast Steel

32.10 Bracket 284-326 2687813

32.11 Bracket 284-326 2687813-B Bronze

32.12 Bracket 284-326 2687813-SS Stainless Steel

32.13 Bracket 284-326 2687813-DI Ductile Iron

32.14 Bracket 284-326 2687813-CS Cast Steel

33 Motor Shaft Key Carbon Steel

34 Impeller Washer No 1 WF1-SS Stainless Steel

34.1 Impeller Washer No 2 WF2-SS Stainless Steel

35 Impeller Washer No 1 LBF1-SS Stainless Steel

35.1 Impeller Washer No 2 LBF2-SS Stainless Steel

36 Casing Gasket G-12P Fiber

37 Motor Bolts Carbon Steel
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Recommended Spares Parts Series 1000 Model C1240A

NO PART NAME PART NUMBER STANDARD MATERIAL PART NUMBER OPTIONAL 
MATERIAL

1 Volute Casing 2687806 Cast Iron

1.1 Volute Casing 2687806-B Bronze

1.2 Volute Casing 2687806-SS Stainless Steel

1.3 Volute Casing 2687806-DI Ductile Iron

1.4 Volute Casing 2687806-CS Cast Steel

2 Impeller 1-1/4 2685586-449

2.1 Impeller 1-1/4 2685586-491 Cast Iron

2.2 Impeller 1-1/4 2685586-SS Stainless Steel

3 Motor Shaft RTF

4 Casing Wearing 2691670 Bronze

4.1 Casing Wearing 2691670-SS Stainless Steel

5 Shaft Sleeve 254-326 SLJM1.500B Bronze

5.1 Shaft Sleeve 254-326 SLJM1.500SS Stainless Steel

6 Mechanical Seal 254-326 011-S150-21-PER Viton/Sic vs Carbon/SS

27 Plug SP-025 Steel

28 Impeller Key Carbon Steel

31 Motor RTF

32 Bracket 143-215 2687811 Cast Iron

32.1 Bracket 143-215 2687811-B Bronze

32.2 Bracket 143-215 2687811-SS Stainless Steel

32.3 Bracket 143-215 2687811-DI Ductile Iron

32.4 Bracket 143-215 2687811-CS Stainless Steel

32.5 Bracket 254-256 2687812

32.6 Bracket 254-256 2687812-B Bronze

32.7 Bracket 254-256 2687812-SS Stainless Steel

32.8 Bracket 254-256 2687812-DI Ductile Iron

32.9 Bracket 254-256 2687812-CS Cast Steel

32.10 Bracket 284-326 2687813

32.11 Bracket 284-326 2687813-B Bronze

32.12 Bracket 284-326 2687813-SS Stainless Steel

32.13 Bracket 284-326 2687813-DI Ductile Iron

32.14 Bracket 284-326 2687813-CS Cast Steel

33 Motor Shaft Key Carbon Steel

34 Impeller Washer No 1 WF1-SS Stainless Steel

34.1 Impeller Washer No 2 WF2-SS Stainless Steel

35 Impeller Bolt No 1 LBF1-SS Stainless Steel

35.1 Impeller Bolt No 2 LBF2-SS Stainless Steel

36 Casing Gasket G-12P Fiber

37 Motor Bolts Carbon Steel
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Recommended Spares Parts Series 1000 Model C1250A

NO PART NAME PART NUMBER STANDARD MATERIAL PART NUMBER OPTIONAL 
MATERIAL

1 Volute Casing 2687807 Cast Iron

1.1 Volute Casing 2687807-B Bronze

1.2 Volute Casing 2687807-SS Stainless Steel

1.3 Volute Casing 2687807-DI Ductile Iron

1.4 Volute Casing 2687807-CS Cast Steel

2 Impeller 1-1/4 2685593-449

2.1 Impeller 1-1/4 2685593-491 Cast Iron

2.2 Impeller 1-1/4 2685593-SS Stainless Steel

3 Motor Shaft RTF

4 Casing Wearing 2691671-1 Bronze

4.1 Casing Wearing 2691671-SS Stainless Steel

5 Shaft Sleeve 254-326 SLJM1.500B Bronze

5.1 Shaft Sleeve 254-326 SLJM1.500SS Stainless Steel

6 Mechanical Seal 254-326 011-S150-21-PER Viton/Sic vs Carbon/SS

27 Plug SP-025 Steel

28 Impeller Key Carbon Steel

31 Motor RTF

32 Bracket 143-215 2687811 Cast Iron

32.1 Bracket 143-215 2687811-B Bronze

32.2 Bracket 143-215 2687811-SS Stainless Steel

32.3 Bracket 143-215 2687811-DI Ductile Iron

32.4 Bracket 143-215 2687811-CS Stainless Steel

32.5 Bracket 254-256 2687812

32.6 Bracket 254-256 2687812-B Bronze

32.7 Bracket 254-256 2687812-SS Stainless Steel

32.8 Bracket 254-256 2687812-DI Ductile Iron

32.9 Bracket 254-256 2687812-CS Cast Steel

32.10 Bracket 284-326 2687813

32.11 Bracket 284-326 2687813-B Bronze

32.12 Bracket 284-326 2687813-SS Stainless Steel

32.13 Bracket 284-326 2687813-DI Ductile Iron

32.14 Bracket 284-326 2687813-CS Cast Steel

33 Motor Shaft Key Carbon Steel

34 Impeller Washer No 1 WF1-SS Stainless Steel

34.1 Impeller Washer No 2 WF2-SS Stainless Steel

35 Impeller Bolt No 1 LBF1-SS Stainless Steel

35.1 Impeller Bolt No 2 LBF2-SS Stainless Steel

36 Casing Gasket G-12P Fiber

37 Motor Bolts Carbon Steel
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